
37

Masonry Veneer Manufacturers Association
www.masonryveneer.org

April 27, 2015Installation Guide for Adhered Manufactured Stone Veneer, 4th Edition 3rd Printing

Figure 25.  Cricket

TYPICAL CRICKET 
PER ROOF MANUFACTURER'S 

RECOMMENDATIONS 
DETAIL 25.2

EXTEND CRICKET MIN. 2 IN. (51 mm) 
BEYOND CHASE

(2) LAYERS WRB

WEEP SCREED

COUNTERFLASHING

ADHERED MANUFACTURED 
STONE VENEER OVER 
FRAMED WALL OR CHASE DETAIL 25.3

(2) LAYERS WRB

EXTEND FLASHING 2 IN. (51 mm) BEYOND 
CHASE - EACH SIDE TO ACCOMODATE 
INSTALLATION OF ADHERED 
MANUFACTURED STONE VENEER

SEE DETAIL 23.3

COMPOSITION SHINGLE ROOFING 
(OTHER ROOFING SIMILAR)
üüüüüüüüüüüüüüüüü
LAP OVER CRICKET FLANGE
CRICKET - PROVIDE SHEATHING AND 
FRAMING SUPPORT AS NEEDED

DETAIL 25.1

DETAIL VIEW

2 IN. (51 mm) MIN.

A cricket up-slope of a roof penetration, such as a chimney, helps direct water around the penetration. 


