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LAP WRB OVER FLASHING
>/ SILL SCREED FLANGE

WRB

WEEP SCREED, DRIP
SCREED, OR WEEP
CASING BEAD (OPTIONAL)

BEDDING SEAL UNDER

DETAIL

- 1IN.(25 mm) MIN.

1=

FLASHING WITH DRIP EDGE
SIZED PER THICKEST STONE

FLASHING

SHEATHING

MORTAR SCRATCH COAT

MORTAR SETTING BED

ADHERED MANUFACTURED
STONE VENEER

SEE DETAIL ABOVE

(2) LAYERS WRB

MORTAR JOINT
(WHERE USED)

LATH

}\ WALL SYSTEM

NOTE: FOR GUIDANCE WITH LATH FASTENING SYSTEM REFER TO
THE FOAM COALITION WEBSITE, AS WELL AS LATH FASTENER
SECTION OF THIS GUIDE. AIR BARRIER, VAPOR BARRIER,
WATER-RESISTIVE BARRIER, WATERPROOFING MEMBRANE,
FLASHING, LATH ATTACHMENT, Z-CHANNEL, AND INSULATION TYPE
AND LOCATIONS TO BE DETERMINED BY DESIGN PROFESSIONAL

SECTION VIEW
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